
 Request for Quotations (slot 3) 
fc Tender  Description Qty  Specs 

1 1401-23 Refurbishment of Ruwa Client Services on fix and supply 

basis as below: 

Painting 

Note: 

Wall paint shall suit Tel-One specifications based on 

corporate colors 

 On plaster external 

Prepare and apply one coat undercoat. Prepare and 

apply two finishing coats as described on walls. 

 On plaster internal 

Prepare and apply one coat undercoat. Prepare and 

apply two finishing coats as described on walls. 

Shop fittings  

Note: 

Glazed sections within partitions shall comprise 

aluminium glazing sections and be divided into fixed 

panels with aluminium mullions at centres as indicated 

with panels glazed with 6.76mm NS clear laminated 

safety glass including neoprene glazing gaskets.    

Door frames shall be standard natural anodized 

aluminium door frames with three 100mm nylon washered 

aluminium hinges and shall allow for any additional 

studding, trimming, etc as may be necessary 

Partition 2.1m high solid full height 

Aluminium toughened glass door to receive vinyl frosting 

pattern to specialist complete with cylinder lock and 

handle 

 Door size 813 * 2032mm high 

Payment and sales counters 

20mm ceasars stone top measuring 1200mm x 600mm 

wide x 800mm high on melamine including framing 

timber and three drawers, and allow for a shelf for a 

workstation. Partitioned by 1200mm high x 2000mm wide 

frosted glass in between counters and laminated glass 

screen. 

Client Relation Associate Table 

 20mm Ceasars stone top measuring 2120mm x 

600mm wide x 800mm high with 481mm x 566mm 

flap door on melamine including framing timber 

and three drawers. 

Display Counter 

 1200mm high x 880mm wide x 960mm deep in 

opaque glass with 6mm glass with locking 

mechanism, partitioned into 3 shelves in 4mm clear 

glass 

Allow for preliminaries and generals 
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Specification attached below 

2 RFQ1384-23 Floor polisher 1 Specs attached below; 

Bidders with outstanding orders for any of the above items will not be considered for 

supply 

TELONE RESERVES THE RIGHT TO INCREASE AND DECREASE QUANTITY 

Please note that only bidders registered with Procurement Regulatory 

Authority of Zimbabwe (PRAZ) shall be considered.  

(Please attach Proof of PRAZ registration in the specified category) 

 

Closing date for ALL Tenders: On or before 1100hrs; Wednesday 29 

NOVEMBER 2023 



(Pricing MUST be strictly in ZWL unless requested otherwise or risk being 

automatically disqualified) 

 

Your Tender should state the price (Please state your VAT status), a firm 

delivery date Emailed to procurement@telone.co.zw 

 Bidders should also be compliant with the new regulations for FISCAL 

TAX INVOICE where necessary. 

 Each tender should be in its own envelop, tenders should not be 

mixed on one quotation. 

 
SPECS RFQ1384-23 

 

 
Floor Polisher (Heavy Duty) 
Motor 1.75 HP 230V 175 / 300 RPM 
Brush / pad speed  175 / 300 RPM 
Electrical  230V / 50Hz 
cable  15-22.9m 
Switches Dual  levers with safety lock 
Wheels 5" non-marking tread 
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