
Request for Quotations  
RFQ TENDER OPENING 

Wednesday, March 20 · 11:00am – 3:00pm 

Time zone: Africa/Maputo 

Google Meet joining info 

Video call link: https://meet.google.com/ojh-irdf-nxd 

 

 Tender  Description Qty  Specs 

1 404-24 Repairs to ZITF Stands as below: 

FIX and SUPPLY 

 The contractor shall provide all necessary tools, 

plant and equipment including scaffolding 

NOTE: Building maximum height is about 10m 

 Prepare exterior wall surfaces to receive new PVA 

paint and apply 2 coats PVA TelOne PVA white 

paint to exterior wall surfaces 

 Prepare window and door frames to receive gloss 

enamel white and apply to coats gloss enamel 

white to window and door frames  

 Prepare fascia board, galvanized gutters and down 

pipes surfaces to receive gloss enamel paint and 

apply two coats PVA white paint to same 

 Prepare ceiling surfaces to receive new paint and 

apply two coats PVA white to same 

 Apply 1 coat gloss enamel white to balustrade rails 

at stair cases 

 Apply 1 coat gloss enamel TelOne blue to 

balustrade rails at the balcony 

 Secure loose asbestos fascia board to existing 

roofing timber/beams 

 Cleaning and housekeeping 

 

 

 

 

 

660m2 

 

 

4m2 

 

 

20m2 

 

 

110m2 

 

2m2 

 

2m2 

 

1 

 

1 

 

2 405-24 Supply and delivery of JOJO tank and accessories as 

below: 

 JOJO tank 10 000litres 

 Non-return valve 1” 

 Ball valve and ball float 1” 

 PVC elbows 32mm 

 PVC  vsp 32mm x 1” 

 PVC ball cock 32mm 

 Gms reducing bush 40mm x 1” 

 Gms reducing bush 32mm 1” 

 High pressure solvent cement 500ml PRODORITE 

 Male- iron compression 15mm 

 Compression tee 15mm 

 Gms reducing socket 1” x 15mm 
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3 406-24 Contractor for the purpose of drilling and equipping a 

borehole on fix and supply basis as below: 

 Siting of borehole and submission of report 

 ZINWA permit application and approval 

 Borehole drilling and casing (full) and submission of 

drilling report 

 Capacity test 

 Supply and installation of appropriate/suitable 

submersible pump complete with control box and 

connection to electrical supply (allow 50m cabling) 

 Supply and installation of steel pressure tank 

complete with pressure gauge and pressure switch 

and connect to borehole and electrical supply 

 Supply and installation of new 5000ltr Jojo tank 

complete with steel tank stand 4m above ground 

level 

 Supply and connection of borehole to newly 

installed overhead water tank and building 

including isolator valves and non-return valve (allow 
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50m pipe work) 

 Supply and connect inline chlorinator 

 Supply and installation of lockable security manhole 

cover for borehole pump 

ADDITIONAL (WHEN REQUIRED) 

 State the cost of drilling, casing and cabling per 

metre beyond 60m 

 State the cost of double casing/m 

 State the cost of steel casing/m 

Other compulsory requirements 

 Inspection of drilling equipment 

 State delivery period 

 

1 
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4 407-24 Supply and delivery of brush cutter (52 cc, 1.5kw 2 stroke 

engine) 

2  

4 408-24 Supply and delivery of All-in-One-Desktop PC 24 Specification attached 

5 409-24 Supply and delivery  of shredder control valves 100 See sample at Apparatus 

6 410-24 Supply and delivery of cell-phones Samsung S22 Ultra: 

-Network Technology- GSM/CDMA/HSPA/EVDO/LTE/5G 

-SIM-Nano-Sim and eSim or Dual Sim (-90.2% screen-to  

  body ratio). 

-Resolution- 1440 x 3088 pixels, 19.3:9 ratio (`500 ppi  

                      density)+ 

-Memory- Card slot, Internal 128GB 8GB RAM, 256GB 12GB 

                  RAM, 512GB 12 GB RAM, 1TB 12GB RAM 

 

 

2  

7 411-24 Replacement battery: 

HP15 dw0xxx replacement 

Description 

HP HT03XL L11119-855 Battery 

Compatibility 

HP 15-dw0xxx laptop 

Battery 

3-cell, 41 Wh Li-ion 

Voltage: 11.4V/11.55V 

Capacity: 41.9Wh/3630mAh 

  

8 412-24 Supply and delivery of cartridges: 

HP pageWide Pro MFP 477 print cartridges 

HP laser jet 59A black CF259A 

HP laser jet 05A 

HP laser jet 78A 

Kyocera TASKalfa 352ci 

Black -TK5345K 

Magenta –TK5345M 

Yellow-TK5345Y 

Cyan- TK5345C 

 

10 

6 

10 

5 
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1 
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9 413-24 Supply and delivery of laptops: 

Widescreen Touch laptop core i7 

Laptop core i5  

 

1 

1 

Specification attached 

10 414-24 Supply and delivery of Danfoss scroll compressors 

SH18A4ALC 

5 See specification at Apparatus 

Store, Epton Street 

11 415-24 Supply and delivery of 9 volts rechargeable batteries 

energizer with alkaline 

1000 See sample at Apparatus Store, 

Epton Street 

12 416-24 Supply and delivery of  

 2Ft LED tubes 

 2Ft Fittings double 

 

1200 

30 

See sample at General Store, 

Epton Street 

13 417-24 Supply and delivery of  

 8Ft LED tubes 

 5Ft LED tubes 

 

1200 

1200 

See sample at General Store, 

Epton Street 

14 418-24 Supply and delivery of Crow Bar 1.8m x 240 x 254 300 See sample at Tool Store, Epton 

Street 

15 419-24 Supply and delivery of Tools Box (495 x 200 x 295mm) - Total 300 See sample at Tool Store, Epton 

Street 



16 420-23 Supply and delivery of 9 volts batteries energizer with 

alkaline 

1000 See sample at Apparatus Store, 

Epton Street 

17 421-23 Supply and delivery of 16 x 25mm PVC Trunking 3m 500 See sample at Apparatus Store, 

Epton Street 

18 422-24 Supply and delivery of black tape adhesive 50mm x 50m 600 See sample at Cable Store, Msasa 

19 423-24 Supply and delivery of RJ 11 sockets with lightning 

protection unit 4.7cm x 2.8cm 

10000 See sample at Apparatus Store, 

Epton Street 

20 424-24 Supply and delivery of 7 way future path with 14/10mm 

micro-ducts 

NB delivery period strictly 7 days 

Bidders must provide data sheets from manufacturers; ( a 

must) 

200000mtrs Specification attached 

21 425-24 Supply and delivery of  

 STUB Axle Left hand side Nissan NP200 

 STUB Axle Right hand side Nissan NP200 

 
30 
30 

See sample at Epton transport 

stores  

22 426-24 Supply and delivery of  

 Mazda B1800 clutch slave complete  

 Bulbs S/C 12V wedge  

 Two stroke oil 500ml (motorbike oil) 

 

12 

60 

12 

See sample at Epton transport 

stores 

23 427-24 Supply and delivery of  

 Steering knuckles Nissan NP200 

 Hub NP200 

 

24 

40 

See sample at Epton transport 

stores 

24 428-24 Supply and delivery of header tank complete  

 Nissan NP200  

 Chevrolet utility  

 

30 

30 

See sample at Epton transport 

stores 

25 429-24 Supply and delivery of  

 Bush shackles Mazda B1800 

 TYRES 185/65R15 

 

 

60 

30 

See sample at Epton transport 

stores 

26 430-24 Supply and delivery of bond paper A4 Typek/Rotatrim 2000 reams  

Bidders with outstanding orders for any of the above items will not be considered for 

supply 

TELONE RESERVES THE RIGHT TO INCREASE AND DECREASE QUANTITY 

Please note that only bidders registered with Procurement Regulatory 

Authority of Zimbabwe (PRAZ) shall be considered.  

(Please attach Proof of PRAZ registration in the specified category) 

 

Closing date for ALL Tenders: On or before 1100hrs; Wednesday 20 

MARCH 2024 

(Pricing MUST be strictly in ZWL unless requested otherwise or risk being 

automatically disqualified) 

 

Your Tender should state the price (Please state your VAT status), a firm 

delivery date Emailed to procurement@telone.co.zw 

 Bidders should also be compliant with the new regulations for FISCAL 

TAX INVOICE where necessary. 

 Each tender should be in its own envelop, tenders should not be 

mixed on one quotation. 

 

 

mailto:procurement@telone.co.zw


RFQ408-24 

 
Core i5 All-in-One Desktop PC Specifications 

 

Item Specifications Compliance 

1 Operating system Windows 10 Professional 

64-bit 

 

2 Processor Intel® Core™ i5-1235U (up to 4.4 

GHz with Intel® Turbo Boost Technology, 12 

MB L3 cache, 10 cores, 12 threads)) 

 

3 Display 21" diagonal FHD IPS widescreen 

LCD anti-glare WLED-backlit (1920 x 1080) 

 

4 Memory 16 GB DDR4-3200 MHz RAM  

5 Storage 1Tb SATA HDD  

   

7 Ports: Front; 1 microphone/headphone 

jack, 2 USB 3.0, Back: 1 HDMI, 1 power 

connector, 1 RJ-45, 1 VGA, 1 USB-C 

 

8 Wireless  802.11a/b/g/n/ac (2x2) Wi-Fi® 

and Bluetooth® 5 combo 

 

9 What's in the Box: CPU, Monitor, Keyboard, 

Mouse, power cords, user guide 

 

10 Warranty: 12 months  

11 Colour: Brush metal/Grey/Black  

12 Webcam   1 MP HD webcam with 

integrated digital 

microphone  

 

13 Audio: Universal audio jack, and 4W 

internal speaker  

 

14 Form factor  All-in-one   

15 Pointing device USB Optical Mouse   

16 Keyboard  USB Business Slim Wired 

Keyboard  

 

17 Power   220V AC   

 

 

 

RFQ 413-24 

WIDESCREEN TOUCH LAPTOP CORE i7 SPECS 

CPU 

Processor family – 12th Generation Intel Core i7 processor 

Processor – Intel Core i7-1260P (up to 4.7 GHz with Intel Turbo 

Boost Technology, 18 MB L3 cache, 12 cores, 16 threads) 

Operating System Windows 11 Professional 

RAM 32GB  

Hard Drive Size 1Tb SSD 

 

Display 

LCD Backlight Technology   LED backlight  

LED     Touchscreen  

Diagonal Size   15-16 inch  

Connections & Expansion 



Interfaces  2 Thunderbolt 4 with USB Type-C 40Gbps signaling rate (USB Power Delivery, DisplayPort 1.4, 1 USB Type-A 

10Gbps signaling rate; 1 AC smart pin; 1 HDMI 2.1; 1 

Headphone/microphone combo jack  

Camera –5MP IR camera with camera shutter, temporal noise reduction and integrated dual array digital microphones 

Audio – Quad speakers 

Pointing device – Pad with multi-touch gesture support; Precision Touchpad support 

Keyboard – Full-size, backlit, nocturne blue keyboard 

Wireless – Intel Wi-Fi 6E AX211 (2×2) and Bluetooth 5.3 wireless card (supporting gigabit data rate)11,121 

Power supply type –Smart AC power adapter 

Battery type – 6-cell, Li-ion polymer 

Carry Case: Black padded Nylon bag 

 

Core i5 11th Gen General Laptop specifications 

Item Technical Requirements/Specifications Compliance 

1 Channel of Distribution: To meet local vendor Warranty centre 

requirements 

 

2 Warranty Centre Laptop MUST have local (Zimbabwean warranty 

centre) 

 

3 Processor:  Intel® Core™ i5-1135G7 (up to 4.2 GHz, 8 MB L3 

cache, 4 cores) + Intel® Iris® Xe Graphics or better 

 

4 RAM:  16 GB DDR4 SDRAM memory  

5 Hard Drive Size:  512 SSD Minimum  

6 Display: 13 to 15 Inch diagonal High-Definition Display 

(1366 x 768), Intel HD Graphics with up to 

1696MB total graphics memory ((Non Touch) 

 

7 External Ports:  2 USB 2.0 1 HDMI; 1 VGA (15-pin); 1 RJ -45 

(LAN); 1 Headphone-out; 1 Microphone-in, 

Integrated 10/100/1000 Gigabit Ethernet LAN; 

Wireless LAN 802.11b/g/n WLAN (where no 

USB, HDMI, VGA, RJ -45 (LAN) ports please 

provide adapters) 

 

8 Audio:  Advanced Audio with internal speakers;   

9 Outlook: Brushed metal finish; Webcam with integrated 

digital microphone;   

 

10 Operating System:   Windows 10 Professional  64-bit   

11 Carry case:  Backpack laptop bag (see specs below)  

12 Battery Life  6hrs productive usage  

13 Battery Type   Lithium Ion-cell 

 

 

14 Laptop Level              No entry level like HP 15, HP 250)  

15 Warranty:  1-year warranty  

 

 

 

 

 

15 Inch Backpack Laptop Bag Specifications 



 

Item Technical specifications Compliance 

1 Backpack, 24L capacity with built-in laptop cradle that which suspends 

hardware inside to prevent drop-damage 

 

 

2 Water-repellent fabric to ensure water runs off the bag instead of soaking 

through it & waterproof base to protect against puddles 

 

 

3 Back padding that maximises the circulation of air between the bag and user 

back to stay cool 

 

 

4 Utility straps that provide additional accessory storage on front of backpack 

 

 

5 Adjustable padded shoulder straps and chest strap ensure even weight 

distribution 

 

 

6 3 large zipped pockets for storage and organisation 

 

 

7 Backpack Colour: Grey, Blue. Black 

 

 

8 Limited lifetime warranty 

 

 

 

RFQ 424-24 

 
Specifications for 7 Way Future Path with 14/10mm Micro-Ducts 
 

Technical 

 Parameter Specification 

A Sheathing Raw Material Test: 

1. Density 0.940 – 0.955g/cc 

2. Melt Flow Index <0.55grams/10 minutes 

B Test on Future path Duct 



1. Workmanship External sheath shall be black in colour and shall be free from visual 

defects like blisters, shrink holes, flaking, scratches, groove lines and 

roughness. 

2. Sheath Thickness(T) 10mm+/-0.3mm 

3. Minimum Bending 

Diameter 

1000mm 

4. Crush Performance Duct shall not damage when 1150 Newton load applied for 60 

seconds. Residual deformation shall not exceed 15% when checked 

after 1 hour of removing load. 

5. Bending Performance There shall be no damage when mounted on a mandrel of 1000mm 

diameter for 30 minutes. A ball of 7.0mm passes freely. 

6. Elongation Elongation should not exceed 2.5% when tensile load 3960N is applied. 

7. Pulling Strength The elongation should not be more than 10% at maximum working 

pull strength of 1650N. 

8. Pre-placement Compression 
Test 

No damaged or permanent reduction of the original OD>4% 

when compressive load of 1320N is applied for one minute at 

installation temperature of 50+/-2⁰C. 

9. Post- placement 

Compression Test 
No damaged or permanent reduction of the original OD>4% 

when 880N load is applied for one minute after releasing the tensile load 

of 3960N at temperature of 23+/-5⁰C. 

10. Impact Test No evidence of cracks or tears when subjected to an impact of 136J at 

20⁰C+/-2⁰C after conditioning for minimum 5 hours. 

11. Bending Test The sample should not show any buckling, kinking or permanent 

ovalization when bent 180 degrees at 1000mm 

 


